


Life – Saving Appliances

M/V                                                                                            Date:

1
Life Boats


Boat 1
Boat 2


Capacity




The following items checked and found in condition………
Good
Fail
Good
Fail

1.1
Visual inspection of Hull and internal attachments and seatings.
(
(
(
(

1.2
Retro-reflective tapes fitted (on top of the gunwale, outside hull, bottom)
(
(
(
(

1.3
Check Lifeboat Equipment – Parachutes  / Smoke signal / Fire extinguisher 
(
(
(
(

1.4
Check grab lines and bilge keel rails on both sides.
(
(
(
(

1.5
Operational test of bilge pump with its fittings (hoses).
(
(
(
(

1.6
Drain pugs with packing and chain with indication of position available.
(
(
(
(

1.7
Check Propeller and shafting with clutch.
(
(
(
(

1.8
Check Rudder stock and blade, gudgeons, pins, tiller, other fittings
(
(
(
(

1.9
Lifeboat preparation & embarkation Ladders
(
(
(
(

1.10
Check drinking water containers and Renew fresh water.
(
(
(
(

1.11
Lifeboat marked with Length, Breath, Depth, No. of Persons, Name/Registry.
(
(
(
(

1.12
Lockers to be checked for water-tightness. Defects to be made good.
(
(
(
(

1.13
Lockers and tanks to be marked: FOOD, WATER, SMALL GEAR, FUEL
(
(
(
(

1.14
Check all food provisions to be in good condition.
(
(
(
(

1.15
Check condensed milk if carried.
(
(
(
(

1.16
Rig exposure cover frame, spreader and cover. Ensure sufficient lashings.
(
(
(
(

1.17
Test the Emergency lights
(
(
(
(

1.18
Launching instructions posted
(
(
(
(

2
Lifeboat Davits, Lifting Hooks and Winches
Boat 1
Boat 2

2.1
Davits to be lubricated. Ensure that the grease nipples are not painted).
(
(
(
(

2.2
Winches to be lubricated. Check gearbox oil level.
(
(
(
(

2.3
Date where Boats lowered to embarkation level (weather permitting).



2.4
Date where Boats lowered to the sea  (weather permitting).



2.5
Davit limit switches to be checked for correct operation during re-stowing.
(
(
(
(

2.6
Check the falls for broken wires, sheave grooves, blocks, pad eyes and edges. 
(
(
(
(

2.7
Check condition of Lifting Hooks, must be clean, free of rust/paint not distorted.
(
(
(
(

2.8
Check Lifting Hook Secreting Bolds at keel for corrosion. Scale/paint if necessary.
(
(
(
(

2.9
Check Brake Housing and Clutch for moisture/condensation. Air Driven Winch.
(
(
(
(

2.10
All wire and rope work to be inspected and renewed as required.
(
(
(
(

2.11
Date of Falls turned end-for- end (at intervals of not more than 30 months).





2.12
Date of Falls renewed  (intervals of not more than 5 years).  



2.13
Mark the date of falls’ either for renewing or end-for-ending.
(
(
(
(

2.14
Ensure that davit locking pins (harbor pins) are fitted and boat secured.
(
(
(
(

2.15
Check clutch and centrifugal brake mechanism to be free for wear.
(
(
(
(

Remarks:

3
Lifeboat Engines
Boat 1
Boat 2

3.1
Check lubricating oil level and condition.
(
(
(
(

3.2
Check gearbox lubricating oil level and condition.
(
(
(
(

3.3
Check fuel tank condition and fuel level.
(
(
(
(

3.4
Visually check fuel and water pipes and protection lagging of the exhaust
(
(
(
(

3.5
Check water of engine cooling system tank, or engine’s water pump.
(
(
(
(

3.6
Check condition and tension of V belts.
(
(
(
(

3.7
Engine to be run, throttle and gear levers to be operated.
(
(
(
(

3.8
After running drain condense tap in exhaust pipe as necessary.
(
(
(
(

3.9
If there is close cooling system, ensure that contains antifreeze.
(
(
(
(

3.10
Check Engine Case to be free from damage.
(
(
(
(

3.11
Check Lowering Line to be in good condition.
(
(
(
(

3.12
Check silica gel/desiccant cartridge, if carried dry or renew as necessary.
(
(
(
(

3.13
Ensure that crank bearing is well lubricated.
(
(
(
(

3.14
Ensure that sealant gaskets on the case are sound.
(
(
(
(

3.15
Check correct operation of Engine and gear.
(
(
(
(

3.16
Insure that airline filter is clean. Wash with kerosene if necessary.
(
(
(
(

3.17
Fill oil chamber in line oiler as necessary.
(
(
(
(

3.18
Clean or renew as necessary all air/oil/lubricating oil filters and filter elements.
(
(
(
(

3.19
Drain, flush out systems, renew with correct grades of oil as necessary.
(
(
(
(

3.20
Check Fuel injection nozzles if exhaust is dirty.
(
(
(
(

3.21
Check injector timing and pressure as necessary.
(
(
(
(

4
Life Raft
No 1
No 2
No 3


Capacity (Number of persons)





The following items checked and found in condition………
Good
Fail
Good
Fail
Good
Fail

4.1
Visual inspection. Check for damages and correct operation.
(
(
(
(
(
(

4.2
Check painters to be in good condition and firmly secured to ship.
(
(
(
(
(
(

4.3
Inspect lashings and renew if necessary.
(
(
(
(
(
(

4.4
Hydrostatic released to be manually operated and working parts greased.
(
(
(
(
(
(

4.5
Container not damaged and stowed with painter outlet facing Aft and drain holes at bottom.
(
(
(
(
(
(

4.6
Life-raft containers marked with ship’s name, Port of registry and service dates.
(
(
(
(
(
(

4.7
Condition and location of embarkation light and boarding line for Fwd Life-raft  carried.
(
(
(
(
(
(

4.8
Check Retro-reflective tapes to well fitted.
(
(
(
(
(
(

4.9
Check ship’s side removable guardrail sections to be free to release.
(
(
(
(
(
(

4.10
Ladders and steps to be inspected. Check securing arrangements
(
(
(
(
(
(

4.11
Date last inspected (by shore workshop) the life-rafts (12 months intervals)




4.12
Date last inspected (by shore workshop) the Hydrostatic  Release (12 months)




4.13
Test the Emergency lights
(
(
(
(
(
(

4.14
Launching instruction posted
(
(
(
(
(
(

5
Lifejackets 
Normal
Children
Spare


Total Number :





The following items checked and found in condition………
Good
Fail
Good
Fail
Good
Fail

5.1
Visual inspection. Check for missing or damaged parts.
(
(
(
(
(
(

5.2
Check if number is correct. Including the whistle
(
(
(
(
(
(

5.3
Check Retro-reflective tapes fitted and marked
(
(
(
(
(
(

5.4
Check selfignition Batteries/Lamps 
(
(
(
(
(
(

5.5
Donning Instructions posted
(
(
(
(
(
(

6
Survival/Immersion Suits/Thermal Protective Aids
Inmersion
Thermal


Total Number : 




The following items checked and found in condition………
Good
Fail
Good
Fail

6.1
Visual inspection. Check for missing or damaged parts.
(
(
(
(

6.2
Retro-reflective material fitted
(
(
(
(

6.3
Donning Instructions posted 
(
(
(
(

7
LifeBuoys







Total Number : 







The following items checked and found in condition………
G
F
G
F
G
F
G
F
G
F

7.1
Check Retro-reflective tapes fitted and marked
(
(
(
(
(
(
(
(
(
(

7.2
Check selfignition Batteries/Lamps 
(
(
(
(
(
(
(
(
(
(

7.3
Self-activating Smoke signals available and valid
(
(
(
(
(
(
(
(
(
(

7.4
Buoyant line available
(
(
(
(
(
(
(
(
(
(

7.5
Manoverboard quickly released from the bridge
(
(
(
(
(
(
(
(
(
(

8
Signals
Rockets
Lines
Smoke
Flares


Total Number : 






The following items checked and found in condition………
G
F
G
F
G
F
G
F



8.1
Vessel’s Parachute rockets are available and ready to use (12)
(
(
(
(
(
(
(
(

8.2
Vessel’s Line throwing apparatus with at least 4 lines
(
(
(
(
(
(
(
(

8.3
Vessel’s Buoyant Smoke signal (2)
(
(
(
(
(
(
(
(

8.4
Life Boats Parachute Rockets (4 each)
(
(
(
(
(
(
(
(

8.5
Life Boats Buoyant Smoke Signal (2 each)
(
(
(
(
(
(
(
(

8.6
Life Boats Red Hand Flare (6 each)
(
(
(
(
(
(
(
(

9
Other Life – Saving Appliances





The following items checked and found in condition………
GOOD

FAIL

9.1
General Emergency Alarm
(

(

9.2
Main and Emergency Lighting
(

(

9.3
Portable Radio apparatus with dummy antenna
(

(

9.4
Radar Transponders, at least 2 pieces available with valid battery
(

(

9.5
Two-way VHF radios and valid batteries
(

(

9.6
Check Emergency Transmitter / Receiver
(

(

9.7
Check Auto Alarm and 2182 Khz watchkeeping
(

(

9.9
SARRTs
(

(

9.10
Test Signaling Lamp and emergency supply
(

(

10
EPIRB




10.1
Check position stowed and line free
(

(

10.2
Ship’s identification number clearly marked
(

(

10.3
Date last serviced the Batteries (every 4 years) 




10.4
Date last serviced the Hydrostatic release (every 2 years)




10.5
Check test facility, according the manufacturer instructions
(

(

Remarks:
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